AimLite DESIGN SPACING
GUIDELINE
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THIS AREA
IS SPACING BETWEEN HEADS

SPACING GUIDELINE FOR
REMOTE HEADS, BATTERY UNITS AND COMBO SIGNS

8' MOUNTING HEIGHT

WATTS LAMP DESIGNATION  SPACING BETWEEN HEADS
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- DESIGN SPACING

10' MOUNTING HEIGHT

WATTS LAMP DESIGNATION  SPACING BETWEEN HEADS
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15' MOUNTING HEIGHT

WATTS LAMP DESIGNATION  SPACING BETWEEN HEADS
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20' MOUNTING HEIGHT

WATTS LAMP DESIGNATION  SPACING BETWEEN HEADS
w] (FT)

3]

LJ [NUCLEUS)

LJ

LJ

LJ

LJ (NUCLEUS)

LR

LA

LA

LA

LJ (HIGH OUTPUT)

LJ [HIGH OUTPUT)

N

LJ (HIGH OUTPUT)

w
o

LJ (HIGH OUTPUT)

o
5]
N
o
w
S
IS
S
o)
o
@
<]
N
a

80 980 10 MO 120 130 140 150 160 170 180 180 200 210 220 230 240 250 260

- .
AimLite DESIGN SPACING GUIDELINE - REV.20/2/2024 T 514 227-1288 TF 1866 348-2374

GUIDELINE

B1' (18.59M)
75' (22.86M)
76' (23.16M)
117" (35.66M)
117' (35.66M)
78' (23.77M)
78' (23.77M)
92.5' (28.19M)
106’ (32.31M)
110' (33.52M)
160’ (48.76M)
194" (58.13M)
260’ (78.24M)

57'(17.37M)
B6' (20.12M)
68' (20.73M)
104" (31.7M)
109' (33.22M)
66' [20.12M)
62' (18.90M)
82' (24.99M)
96' [29.26M)
99' (30.17M)
147' (44.80M)
178' (54.25M)
239' (72.84M)

51' (15.54M]
53' [16.15M)
53' (18.15M)
91" (27.74M)
107" (30.78M)
53' (18.15M)
49' (14.93M)
72.5' (22.08M)
87' (26.52M
86' [26.21M)
133' (40.53M)
164' (49.98M)
223' (67.97M)
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'. SPACING FOR BRIDGE

COMPATIBLE PRODUCTS

BASED ON 8’, 10’ OR 12’ MOUNTING HEIGHTS IN EMERGENCY MODE.

INDOOR COMMODITY
Luminaire Spacing CENTER BASKET

Average spacing for 1 out of every 4 luminaires, normally ON in the path of egress, when at 8, 10, or 12 foot mounting heights.

WRAPS

Luminaire Spacing
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Average spacing for 1 out of every 4 luminaires, normally ON in the path of egress, when at 8, 10, or 12 foot mounting heights.

PANEL LIGHTS

Luminaire Spacing
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Average spacing for 1 nut of every 4 luminaires, nnrmally ONin the path of egress when at 8, 10, or 12 foot mounting heights.

STRIP LIGHTS

Luminaire Spacing
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s20Lv 40' (1219M)

s20ss B 41 1243M)
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Average spacing for 1 out of every 4 luminaires, normally ON in the path of egress, when at 8, 10, or 12 foot mounting heights.
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'. SPACING FOR BRIDGE

COMPATIBLE PRODUCTS

ARCHITECTURAL LINEAR
Luminaire Spacing
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Average spacing for 1 out of every 4 luminaires, normally ON in the path of egress, when at 8, 10, or 12 foot mounting heights.
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VAPOR TIGHTS

Luminaire Spacing
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Average spacing for 1 out of every 4 luminaires, normally ON in the path of egress, when at 8, 10, or 12 foot mounting heights.

40’ (12.19m)
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RECESSED
ARCHITECTURAL LED DOWNLIGHT 6"
Luminaire Spacing
NN nnmnmn 32 (8.75m)

Average spacing for 1 out of every 3 luminaires, normally ON in the path of egress, when at 8, 10, or 12 foot mounting heights.

6" COMMERCIAL LED DOWNLIGHT

Luminaire Spacing
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40 50
Average spacing for 1 out of every 3 luminaires, normally ON in the path of egress, when at 8, 10, or 12 foot mounting heights.

4" RECESSED LED

Luminaire Spacing
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Average spacing for 1 out of every 3 luminaires, normally ON in the path of egress, when at 8, 10, or 12 foot mounting heights.
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