
Description

Energy-efficient luminaire with a prismatic UV stabilized acrylic reflector 
designed to provide uniform uplight and downlight distribution.

power range

• 50W to 175W metal halide lamp
• 50W to 150W high pressure sodium lamp

Ballast Housing

The high quality housing is of die-cast aluminum with a polyester powder coat 
finish, providing superior cooling and extended life of ballast components. 
3' of cab tire is supplied.

prismatic uV staBilizeD reflector

It is a practical as well as aesthetic solution for spaces that can benefit from 
large amounts of uplight. For instance, if your ceiling is light in colour, uplight 
(14.6%) from the prismatic reflector can reflect off the ceiling and onto the 
work plane, improving uniformity.

easy installation maintenance

Mount to a rigid ceiling support using the heavy duty mounting hook 
provided. A clamp band secures the optional lens to the reflector. No tools 
are required for lamp replacement.

lamp socket

Medium base, pulse-rated lamp socket with a nickel-plated screwshell and 
spring-loaded center contact.

Dimensions

H51C

HigH Bay 

50W to 175W – 12" prismatic reflector

approvals: 
CSA Certified to C22.2 #250

orDering guiDe

H51c

series lamp type wattage Voltage options

H51c m - Metal Halide* 0050 - 50W 
0070 - 70W
0100 - 100W
0150 - 150W
0175 - 175W

1 - 120/277/347V B -  Quartz stand-by lamp and control  
(tri tap ballast only)

c -  Coated lamp
H -  High power factor (HPF) capacitor  

(for 120V reactor ballasts only)
i -  Safety chain
lp -  Low profile mount  

(reduce overall height by 6" )
mp -  Open-rated MH lamp
lD -  Acrylic domed lens (metal halide lamp only)
o -  Conical prismatic lens  

(metal halide lamp only)
u -  Twist-lock male plug and connection cord
w -  Warm colour metal halide lamp  

(coated only)

s - High  Pressure Sodium 0050 - 50W 4 - 120V
5 - 208V 
11 - 277V

8 - 347V
7 - 480V
3 - 120/240V

0070 - 70W
0100 - 100W
0150 - 150W

4 - 120V
5 - 208V 
11 - 277V
8 - 347V

7 - 480V 
3 - 120/240V
1 - 120/277/347V

* these require either an open rated (option /mp) lamp or a lens (option /l) to enclose the lamp. 
note: Multi-tap ballasts are factory pre-wired to highest voltage, unless other wiring specified.

Low profile

8-3/4 "

22-1/4 "

9-1/4 "

12-7/16 "
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