
Description

The W16H front framed vandal resistant 12" square wall pack is suitable for 
any wall application indoor or outdoor. The vandal resistant polycarbonate 
lens renders this luminaire perfect for high abuse areas where security and 
aesthetics may be combined.

power range

• 50W to 175W metal halide lamp
• 50W to 150W high pressure sodium lamp 
• 175W pulse-start metal halide lamp

VanDal proof anD Designer Housing

Rugged die-cast aluminum housing and front frame with hood, chromate 
conversion coating and textured bronze finish. 

wHite aluminum reflector

The white aluminum reflector allows for maximum luminaire efficiency. The 
vandal resistant polycarbonate prismatic refractor distributes the light to the 
necessary task.

mounting

To wall mount the luminaire directly over any 4" octagon outlet box or with 
1/2" feed through surface conduit, simply open the front cover by removing 
4 screws. Remove the reflector giving you full access to the universal 
mounting pattern, and the ballast. Secure the housing to any wall surface 
and complete the wiring. 

lamp socket

Medium base, pulse-rated lamp socket with a nickel-plated screw shell and 
spring-loaded center contact.

Dimensions

W16H

VanDal proof
50W to 175W

approvals: 
CSA Certified to C22.2 #250
Suitable for wet locations.

orDering guiDe

w16H

series lamp type wattage Voltage options

w16H m - Metal Halide 0050 - 50W 
0070 - 70W 
0100 - 100W 
0150 - 150W

1 - 120/277/347V c - Coated lamp
H -  HPF capacitor  

(for 120V HPS reactor ballast only)
p____ - Photocell (specify input voltage)
sp - Special color upon request
fu - Fusing
tp - Tamper proof screws

0175 - 175W 5 - 208V
7 - 480V
1 - 120/277/347V

3 - 120/240V

s - High  Pressure Sodium 0050 - 50W 4 - 120V
5 - 208V
11 - 277V
8 - 347V

7 - 480V
3 - 120/240V

0070 - 70W 
0100 - 100W 
0150 - 150W 

4 - 120V
5 - 208V
7 - 480V

1 - 120/277/347V 
3 - 120/240V

p -  Pulse-Start Metal Halide 0175 - 175W 1 - 120/277/347V 
note:  Multi-tap ballasts are factory pre-wired to highest voltage, unless other wiring specified.

12-3/8"

12-3/8" 9"
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